
REQUIRED DESIGN SIGHT DISTANCES FOR COMBINATIONS
OF HIGHWAY AND TRAIN VEHICLE SPEEDS

TRAIN
SPEED
(km/h)

HIGHWAY
SPEED
(km/h)

0 15 30 50 70 80 100 120
DISTANCE ALONG RAILROAD FROM CROSSING

(m)
15 73 44 31 30 31 34 34 41
30 146 88 63 60 63 68 75 82
50 219 133 94 90 94 103 112 123
70 292 177 126 120 126 137 149 164
80 353 221 158 150 158 171 186 205
100 439 265 189 180 189 205 224 246
120 512 309 220 210 220 240 261 287
130 595 360 256 244 256 279 303 333
145 658 398 283 270 283 308 336 369

DISTANCE ALONG HIGHWAY FROM CROSSING
(m)

7.3 21 40 67 103 148 201 264

REQUIRED DESIGN SIGHT DISTANCES FOR COMBINATIONS
OF HIGHWAY AND TRAIN VEHICLE SPEEDS

TRAIN
SPEED
(mph)

HIGHWAY
SPEED
(mph)

0 10 20 30 40 50 60 70
DISTANCE ALONG RAILROAD FROM CROSSING

(ft)
10 240 145 103 99 103 112 112 134
20 480 291 207 197 207 224 245 269
30 719 435 310 296 310 337 367 403
40 959 580 413 394 413 449 489 537
50 1,159 725 517 493 517 561 611 671
60 1,439 870 620 591 620 673 734 806
70 1,679 1,015 723 690 723 786 856 940
80 1,918 1,160 827 789 827 898 978 1,074
90 2,158 1,305 930 887 930 1,010 1,101 1,209

DISTANCE ALONG HIGHWAY FROM CROSSING
(m)

24 69 132 221 338 486 659 865
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